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UN38.3 Test Report

TR EETFHERA
Sample Name: Rechargeable Li-ion Battery Pack
FHEEM: K TR TBE AR

Applicant: Shenzhen BYD lithium battery Co., Ltd.

FREUES: 023686
% W F &

https://css.iqtcnet.cn

fi . The results in this report are relevant only to the sample(s) tested.
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® o iE B
TEST REPORT

¥ d 4 AR TR
Sample Name Rechargeable Li-ion Battery Pack

ilE=
<M EMA585330219054061064 ( SL6496 )
Model
FHEM PRI T o, T 26 28 o A IR A F
Applicant Shenzhen BYD Lithium Battery Company Limited

ET e HETRE R T AR XA KA E AT IR E R 3001 5
No0.3001, Baohe Road, Baolong Industry Zone, Longgang Street, Longgang, Shenzhen,

Applicant Address Guangdong Province, P.R. China
3% B BRI T H, T3 £E L A TR A B

Manufacturer Shenzhen BYD Lithium Battery Company Limited

%‘Jﬁiﬁi&ﬂ: *.)’F%mi}”?ﬁ%mﬂj& %ILE%I_&%@ %%3001 ‘Fa‘
No.3001, Baohe Road, Baolong Industry Zone, Longgang Street, Longgang, Shenzhen,

Manufagturer Address Guangdong Province, P.R. China

T it P # 26 H, T R B
Factory Guiyang FinDreams Battery Co., Ltd.

7T M3k MBS TEHX D CEMFE 1S
Factory Address No. 1, Keyu Road, Shawen Town, Guiyang High-tech Zone, Guizhou

BEANG R | Zagfts sz
Appearance & Odor |Black & orange metal shell

o o BEE(XTARGYEHNENS KR AATETF M) ST/SG/AC.10/11/Rev.8, 38.3
M7 #= A ZATFYE |UNITED NATIONS “Recommendations on the TRANSPORT OF D 00DS”,

Test method and  |Manual of Tests and Criteria ST/SG/AC.10/11/Rev.8, 38.3
criterion

BAT B 2025-04-20 Ao 5 S5
Accepted date Test date \;%%ﬂ%&‘ S,

S Altltude 51mulat10n Thermal test V1brat10n Shock External short cir N rcharge,
Test items Forced discharge.

ZMRK, ZHEBFERAGE(XTRAREDZMEFENS RBMIFEFM”)
23 ST/SG/AC.10/11/Rev.8, 38.3 #r/EZE K .
The sample has passed the test items of UNITED NATIONS “Recommendations on the

Conclusion 0 th
TRANSPORT OF DANGEROUS GOODS”, Manual of Test and Criteria
ST/SG/AC.10/11/Rev.8, 38.3.

it LI UN38.3 & (45 : 1125001748-2 ),
Remark Attached with UN38.3 test summary (No.: 1125001748-2).

Approver: Appraiser: it

ek £ 0s
/ﬁ\ﬁ Checker VT '!T i ‘ 15};

fi The results in this report are relevant only to the sample(s) tested.
{440 5] i€ A %) 4% Without written permission of IQTC, this report shall not be quoted or reproduced except in full,

7 T N



iqtc [ N

ERES

3

N B

GUANGZHOU CUSTOMS DISTRICT TECHNOLOGY CENTER

it RESHFEE]MNE R XL K iE66 S BE
Add.: Tower B, No.66 Huacheng Avenue, Zhujiang Xincheng, Tianhe District, Guangzhou, Guangdong, P.R.C.
HiETel: 020-22131000

#fffEmail: ppdc@igtenet.cn

i 4R Postcode: 510623

M1t Website: https:/www.igtenet.cn

Date: 2025-06-17
Page: 3 of 14

CNAS 2322

L R &
No: 1125001748-1

W2 R
The batteries information:
R SRR A o4
Battery type Lithium ion batteries Nominal Voltage
yr 2o oy B =
ARBE 96Ah RS 6144Wh
Rated Capacity Total Energy
Je b R 8 T3y AN J8A
Limited Charge Voltage Standard Charge Current
= é—:b A Vi ) - S
b kbl AR
Maximum Continuous Charge 96A 3.6A
Charge Cut-off Current
Current
} 19.2A Max1mum Continuous 144A
Standard discharge Current y
Discharge Current
i R+ \
L AR Ok LR 50V OveraiDimensions 585mm(L)*330mm(W)
i - *219mm(H
Discharge Cut-off Voltage (WxDxH) (H)
=8 ok B
i—ﬁ— 51.4kg T = 8OPCS
Weight Cell Quantity
oo B -] 2
LEEE 24Ah AT FC46120P
Cell Capacity Cell Model
WL R PR Bt FH 76 1 e A PR F
Manufacturer of cell Guiyang FinDreams Battery Co., Ltd.

i & The results in this report are relevant only to the sample(s) tested.
Without written permission of IQTC, this report shall not be quoted or reproduced except in full.
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=+, o T 3
Fe | mRAE 4% RS R BT 5§ W | FTEL ] g
Standard requirement or the clause number of Test
No. Name of test Test result . Remark
standard conclusion
| BOE (X TABEMERNANS K| o
1 B E A 5 F0 47 v F #F ) UN Manual of Tests and See AR /
Altitude simulation | Criteria ST/SG/AC.10/11/ Rev.8, 38.3 iX % . Passed
T.1 Test T.1 Appendix 1
‘ BAE (KT RRKMERNANS K| o0
5 8 AR 1% Fn A e F it ) UN Manual of Tests and See A FE /
Thermal test Criteria ST/SG/AC.10/11/ Rev.8, 38.3 i & . Passed
T.2 Test T.2 Appendix 2
3 & 3 E’l 7/F|3 7]‘T V:3 ? i) UN Manual of Tests and See A HE /
Vibration Criteria ST/SG/AC.10/11/ Rev.8, 38.3 & ¥ . Passed
T.3 Test T.3 Appendix 3
BOE (XTRBEDERANS R | oo,
4 i ¥ Fu A7 M F ) UN Manual of Tests and See X /
Shock Criteria ST/SG/AC.10/11/ Rev.8 38.3 X ¥ T . Passed
Appendix 4
Test T.4
e BAE (X TFAEREMERHAENS | .
s Exﬁtl; ijisﬁm 5 F0 47 v F #F ) UN Manual of Tests and A Ifef 3 AR /
L Criteria ST/SG/AC.10/11/ Rev.8, 38.3 i ¥ . Passed
circuit T5 Test T.5 Appendix 5
BEE (KT RRUHERNANS K| o
6 S I F0 4% ¥ F A ) UN Manual of Tests and See % /
Impact Criteria ST/SG/AC.10/11/ Rev.8, 38.3 it 1 . Passed
T.6 Test T.6 ppendix 6
7 tE T E’l 7?” 7|‘T ;3 ? i) UN Manual of Tests and See A F /
Overcharge Criteria ST/SG/AC.10/11/ Rev.8, 38.3 & ¥ . Passed
T.7 Test T.7 Appendix 7
BOE (XTABEDEROENS K| oo
g 58 | % A0 47 % F it ) UN Manual of Tests and See ot /
Forced discharge Criteria ST/SG/AC.10/11/ Rev.8, 38.3 ik ¥ ) Passed
T.8 Test T.8 Appendix’s
MR IRIE IR 20°C-25°C 5 IR : 45%-75%
Test environment condition Ambient temperature: 20°C-25°C, Ambient humidity: 45%-75%

304315 K AL A

fi The results in this report are relevant only to the sample(s) tested.
- Without written permission of IQTC, this report shall not be quoted or reproduced except in full.
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5 M 1 MR T E 4 AR & E A
No. Appendix 1 Name of test Altitude simulation
R0 R B AL R % T KT 11.6kPa AR 3R3R IR E 20+5°C T E 4 6h, X3 o 2
MAMTEERKR, BHR. THS. TRE. THEMEMERE, FHE K50 S0 b
ARRENTHEESD THERTX KRR EN 0% (T2 RANKRE
FREZER | AR ).
Requirement | Test cells and batteries shall be stored at a pressure of 11.6kPa or less for at least six hours at ambient
of Standard | temperature 20+5°C. Cells and batteries meet this requirement if there is no mass loss, no leakage, no
venting, no disassembly, no rupture and no fire and if the open circuit voltage of each test cell or
battery after testing is not less than 90% of its voltage immediately prior to this procedure. The
requirement relating to voltage is not applicable to test cells and batteries at fully discharged states.
Rem kA | DUD2E: B — MBS 2T L B
S:rjn 1: bl#~b2#: first cycle in fully charged states;
s | b3ibdi: B HAEIN AT
b3#~b4#: after 25 cycles ending in fully charged states.
MK 7T Before MR 5 After g
‘o i e REGA | HABE |oopg
X Mass loss Residual CT
Sample No. 2y T B w & B & iy (%) OCV(%) Test result
m; (kg) vi(V) my(kg) va(V)
bl# 51.462 68.1 51.462 68.0 0.00 99.85 O
b2# 51.474 68.0 51.468 68.0 0.01 100.00 O
b3# 51.470 67.9 51.470 67.8 0.00 99.85 O
ba# 51.454 68.0 51.454 68.0 0.00 100.00 O
A L-#R; V-#HA; D-BEK; R F-®Kk; O-Li#tlk. THA. TME. THE. TLK,

Note: L-Leakage, V-Venting, D-Disassembly, R-Rupture, F-Fire, O- No Leakage, No Venting, No Disassembly, No
Rupture & No Fire.

L9 o ad o <X A% 3
LA 25 AR A K

0 -

*

AT 515E K A R

% fi % . The results in this report are relevant only to the sample(s) tested.

Without written permission of IQTC, this report shall not be quoted or reproduced except in full.
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75 Mt % 2 MR I E 4 R BRI
No. Appendix 2 Name of test Thermal test
BRI AR B Aok AR B ST 72020 TR K E D 12h, BHEERE L L T-4022C
THRED 12h TR RIS I 2 (7] By 5 A B F] ) A 30min. B A 10 K, PR A K
IV W Bk B A AEFRIE R 2045 C TR 24h, R E RN L EER L. LB R,
THAR . RER, T AT, ‘ S ELAF AT o o o A R SR Y T B LR R T
HAE#ATX KRB AR 90% (T2 R A B K50 w3 25 8 o 41 R 41 ),
FREER Test large cells and batteries are to be stored for at least 12 hours at a test temperature equal to 72+2
Requirement | C, followed by storage for at least 12 hours at a test temperature equal to -40+2°C. The maximum
of Standard | time interval between test temperature extremes is 30 minutes. This procedure is to be repeated 10
times, after which all test cells and batteries are to be stored for 24 hours at ambient temperature
(20£57C). Cells and batteries meet this requirement if there is no mass loss, no leakage, no venting,
no disassembly, no rupture and no fire and if the open circuit voltage of each test cell or battery after
testing is not less than 90% of its voltage immediately prior to this procedure. The requirement
relating to voltage is not applicable to test cells and batteries at fully discharged states.
pmap A | DIA-D2H: B —METRE L T L Y
S;:n 1'; bl#~b2#: first cycle in fully charged states;
Statgs b3#~ba#: B -+ HANMER AT RINE .,
b3#~b4#: after 25 cycles ending in fully charged states.
K AT Before MR B After
. FEHR | HALE | 5opn
Gl Mass loss Residual M55 R
Sample No. % f@ U % ﬂ:ﬁ% 1% & % f@ U f—% Vil EIZ‘ % E (%) OCV(%) Test result
m(kg) vi(V) my(kg) vo(V)
bl# 51.462 68.0 51.456 67.5 0.01 99.26 (@)
b2# 51.468 68.0 51.462 67.7 0.01 99.56 (@)
b3# 51.470 67.8 51.466 67.2 0.01 99.12 (@)
bd# 51.454 68.0 51.446 67.6 0.02 99.41 (0]
T LM, V-HA; D-ffR; R-BZ; F-R£k; O-LME. THA. TMEK. THE. LK,
Note: L-Leakage, V-Venting, D-Disassembly, R-Rupture, F-Fire, O- No Leakage, No Venting, No Disassembly, No
Rupture & No Fire.
1, AR AL a4 fi . The results in this report are relevant only to the sample(s) tested.
2. % S EoE 1 T4 3] ik &I &) AR5
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Fe fif % 3 MHIE 4 A ¥ 5
No. Appendix 3 Name of test Vibration
WA B R A BT kR B R AL RARS &0 6@, A E&M, A THZ I 48, 57+ 1g,
Wy 5% A mit £, B | 18Hz, %F%%ﬂm%%ﬁ 0.8mm( % 7 #% 1.6mm), I 58 jn 4 5 & 2| & K An ik &
ik F| 2g,(FF ?’7 K 25Hz). K K An i B AR S AE 2gn B E| MR F B mE| 200Hz, A =N EATEH YA
M A R T N W E A VAT 12 K, — RS 3ho IR B M A N T E B K
LBk, THA . THE, THEMTRE, %EE;/MHA% R B S 4 K IR B Y T AL R R
DFRERTX KRB A EEN 90% (A MBI A KB o AR A ),
The large Cells and batteries are firmly secured to the platform of the vibration machine without
kTR distorting the cells in such a manner as to faithfully transmit the vibration. The vibration shall be a
Requirement sinusoidal waveform with a logarithmic sweep from 7Hz to a peak acceleration of 1g, is maintained
of Standard until 18Hz is reached. The amplitude is then maintained at 0.8mm (1.6mm total excursion) and the
frequency increased until a peak acceleration of 2g, occurs (approximately 25Hz). A peak acceleration
of 2g, is then maintained until the frequency is increased to 200Hz. This cycle shall be repeated 12
times for a total of 3 hours for each of three mutually perpendicular mounting positions of the cell. One
of the directions of vibration must be perpendicular to the terminal face. Cells and batteries meet this
requirement if there is no mass loss, no leakage, no venting, no disassembly, no rupture and no fire and
if the open circuit voltage of each test cell or battery after testing is not less than 90% of its voltage
immediately prior to this procedure. The requirement relating to voltage is not applicable to test cells
and batteries at fully discharged states.
Rem kA | DUD2E: B — MBS B T L g
Sample bl#~b2#: /Erst cycle in fully charged states;
s b3#~bd#: £+ LB T A TR BT AL
b3#~b4#: after 25 cycles ending in fully charged states.
M X AT Before MR & After B
ﬁ‘%%% a }ﬁ’g;}ﬂﬁi iJ/‘ﬁ %}'—‘E J)”]J‘LJE %
o N Mass loss Residual
Sample No. B Vi3 B Fr v R %) OCV(%) Test result
m; (kg) vi(V) my(kg) va(V)
bl# 51.456 67.5 51.456 67.5 0.00 100.00 o
b2# 51.462 67.7 51.462 67.7 0.00 100.00 o
b3# 51.466 67.2 51.466 67.2 0.00 100.00 o
b4# 51.446 67.6 51.446 67.6 0.00 100.00 o
Wi LR V-HES; DR RBE; FEX; O-FME. RHA. EEK. BRE. BREX.

Note: L-Leakage, V-Venting, D-Disassembly, R-Rupture, F-Fire, O- No Leakage, No Venting, No Disassembly, No
Rupture & No Fire.

0 -

i The results in this report are relevant only to the sample(s) tested.
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Fe i % 4 MK T E 4 A i
No. Appendix 4 Name of test Shock
Bam R A B R R R EARREE £, AT AR MA, Db S0g, & g,
(30000 / mass) B B/ E RO A, MOB IS ] 1lms, = AMHE 2 2 856 9 5l X E
ERMAEI R, HE 18K, FRBEMRB AL LEER L, REK. THA, TH
R BRI TR, I BRI v it 2 SRR JE W T e B R D T A A SAT I — R
WEEN 0% (TA2MERSWRE B ERARN) . (EE: REHNTH)
Test cells and batteries shall be secured to the testing machine by means of a rigid mount which will
FREE R support all mounting surfaces of each test battery. Each Large batteries shall be subjected to a half-sine
Requirement | shock of peak acceleration of 50g, or acceleration (g,) =/(30000 / mass) and pulse duration of 11
of Standard | milliseconds. Each cell or battery shall be subjected to three shocks in the positive direction followed
by three shocks in the negative direction of three mutually perpendicular mounting positions of the cell
or battery for a total of 18 shocks. Cells and batteries meet this requirement if there is no mass loss, no
leakage, no venting, no disassembly, no rupture and no fire and if the open circuit voltage of each test
cell or battery after testing is not less than 90% of its voltage immediately prior to this procedure. The
requirement relating to voltage is not applicable to test cells and batteries at fully discharged states.
( NOTE: Mass is express in kilograms)
Rem kA | DUD2E: B — MBS B T L HY
S;:n l/ew bl#~b2#: first cycle in fully charged states;
s | b3ibdi: B EAMEIN AT
b3#~b4#: after 25 cycles ending in fully charged states.
M| 7T Before MR JE After
#u%u }ﬁ%;}ﬁ% %U%EEE /ﬂ]ﬁhéﬂ:%
bu o 7 Mass loss Residual | . r/ens It
SampleNo. | wyFg | FawE | wwFE | FHEE (%) OCV(%) N
m; (kg) vi(V) my(kg) va(V)
bl# 51.456 67.5 51.456 67.5 0.00 100.00 0]
b2# 51.462 67.7 51.462 67.7 0.00 100.00 O
b3# 51.466 67.2 51.466 67.2 0.00 100.00 0]
ba# 51.446 67.6 51.446 67.6 0.00 100.00 0]
H: Lt V-#ER; D-fEK; R-BER; F-RK; O-L#E. THA. MK, THR. LK.
Note: L-Leakage, V-Venting, D-Disassembly, R-Rupture, F-Fire, O- No Leakage, No Venting, No Disassembly, No
Rupture & No Fire.

0 -

fi % The results in this report are relevant only to the sample(s) tested.
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Without written permission of IQTC, this report shall not be quoted or reproduced except in full.
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5 ff % 5 MR T E 4 ShH HE B
No. Appendix 5 Name of test External short circuit

I s R L WS R IR R T 5TH4C R, 57i4°CT1§EEEM LR @S
AN 0.1Q By A B A, L R B o 4140 57 IR R BN B 57+4C R 4k 42 E b Lh, X A B BT,
B2 ot B 4L 6h o 4 SRR IR . K, %f@éﬂé’wmm}gﬁﬁfiéﬁ 170°C, J H X% & 6h
PR R . B S A EH R

FRVEFE K |The cell or battery to be tested shall be temperature stabilized so that its external case temperature
Requirement of{reaches 57+4°C and then the cell or battery shall be subjected to a short circuit condition with a total

Standard  |external resistance of less than 0.1 ohm at 57+4°C. This short circuit condition is continued for at
least one hour after the cell or battery external case temperature has returned to 57+4°C. The cell or
battery must be observed for a further six hours for the test to be concluded. Cells and batteries meet
this requirement if their external temperature does not exceed 170°C and there is no disassembly, no
rupture and no fire within six hours of this test.

bl#~b2#: & —MEFN AT

FEIRA  |bl#~b2#: first cycle in fully charged states;
Sample status [b3#~b4#: % =+ HAMEIN T A TE T A,
b3#~b4#: after 25 cycles ending in fully charged states.

= 3 == N Sl a2k

sﬁiﬁ I\i Max Eﬁxfrilﬁgfzn?eﬁfre(@) %)ni?fsi % & Remark
bl# 56.9 0 /
b2# 57.1 0 /
b3# 57.0 0 /
b4# 56.9 0 /

H: D-MHE; R-BR; F-EXK; O-TR. BHR. LK.
Note: D-Disassembly, R-Rupture, F-Fire, O-No Disassembly, No Rupture & No Fire.

f5 fi . The results in this report are relevant only to the sample(s) tested.
w 1" o3 iE A LA ALY Without written permission of IQTC, this report shall not be quoted or reproduced except in full,
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F5 fif % 6 MK T E 4 A # &
No. Appendix 6 Name of test Impact
#E (ERAEEET/ANT 18mm R B )
W M S T i PR RE b, —1R 316 A FMBEBERFN TG, WEN
B (158+0.1) 2K, KEED6EX, RmumKmWRE, H_FxKF, A—#
(9.120.1) FrugE#E M (61£2.5) E K E AL Bk % B MK AR XA, R —ALFRAE
By, ABEEEEE RN EERER TR MU EH, EEREHEHEA T 2EEES K
PR XELXTE 90 KE T,
TXEENRF, PN TFEREPATHGEBEERPOHNER (158+0.1) ZRKEdhX®E
WPHEL, EMBEREZ —KESE,
K B B B AL 4 Y 4R R AN IR B R A A 170°C, FHARB IR PR E 6 N AN
TR, BHR. TR K.
FRUEZE R [Impact (applicable to cylindrical cells not less than 18mm in diameter):
Requirement |Test procedure — Impact (applicable to cylindrical cells greater than 20 mm in diameter) The sample
of Standard |cell or component cell is to be placed on a flat smooth surface. A 15.8+0.1mm diameter, at least 6cm
long, or the longest dimension of the cell, whichever is greater, Type 316 stainless steel bar is to be
placed across the center of the sample. A 9.1+0.1kg mass is to be dropped from a height of 61£2.5cm
at the intersection of the bar and sample in a controlled manner using a near frictionless, vertical
sliding track or channel with minimal drag on the falling mass. The vertical track or channel used to
guide the falling mass shall be oriented 90 degrees from the horizontal supporting surface. The test
sample is to be impacted with its longitudinal axis parallel to the flat surface and perpendicular to the
longitudinal axis of the 15.8+0.1mm diameter curved surface lying across the center of the test
sample. Each sample is to be subjected to only a single impact.
Cells and component cells meet this requirement if their external temperature does not exceed 170C
and there is no disassembly and no fire during the test and within six hours after this test.
CI#~CS#: % — MEI 50% 8t FUE 2 B,
FEIRA  |CI#~C5#: first cycle at 50% of the design rated capacity of cell.
Sample status |{C6#~C10#: % =+ FL/MEIF 50% 8 4% B & i i
Co#~C10#: after 25 cycles at 50% of the design rated capacity of cell.
3t o 2 VH 1 3t o 2 VH
wpgy |TEREREER paae) gu | pegs TERERBEX paasl g
ax External il r K Max External Test 1t R K
Samp]e No. Temperature (DC) Test resu emar Sample No. Temperature (OC) est resu emar
Cl# 26.2 (0] / Co# 26.1 O /
C2# 26.1 0] / C7# 26.3 O /
C3# 25.7 0] / C8# 26.0 O /
Ca# 25.4 0] / Co# 25.8 O /
C5# 25.7 0] / Cl0# 25.5 ¢ /
E: D-fEK; R-BER; F-RK; O-TME, BmR. TR,

Note: D-Disassembly, R-Rupture, F-Fire, O-No Disassembly, No Rupture & No Fire.

i The results in this report are relevant only to the sample(s) tested.

o3| A 4 A4L4% . Without written permission of IQTC, this report shall not be quoted or reproduced except in full,
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F5 M 7 MR E 4 AR el &
No. Appendix 7 Name of test Overcharge

TEERLAEFETRENNRAELERERRGTL, RENRANAEEN AT

(a) FlEWMHENA TR BESKT ISV E, RN R/ANEENZEMARTATEEENH
B 22V HE R D&,

(b) #lEMAEN AR B EXT I8V I, KRN EENZERATEEEN 124,

FOH R A IR E TR S 24h, AR JE T K BT AR A TR B
FRE R The charge current shall be twice the manufacturer's recommended maximum continuous charge
Requirement | Surrent. The minimum voltage of the test shall be as follows:

o qu tandard (a) When the manufacturer's recommended charge voltage is not more than 18V, the minimum
voltage of the test shall be the lesser of two times the maximum charge voltage of the battery or
22V.

(b) When the manufacturer's recommended charge voltage is more than 18V, the minimum voltage
of the test shall be 1.2 times the maximum charge voltage.

Tests are to be conducted at ambient temperature. The duration of the test shall be 24 hours.
Rechargeable batteries meet this requirement if there is no disassembly and no fire within seven
days of the test.

Rem gk A | DUED2#: B — MBI S T L B
RIS bl#~b2#: first cycle in fully charged states;

N Y

Sample | b3uebdt: H =T AAMEREATEME A,
b3#~b4#: after 25 cycles ending in fully charged states.

(EXTE R MR & R &
Sample No. Test result Remark
bl# 0] /
b2# 0] /
b3# 0] /
ba# O /

E: D-ffR; R-BEE; F-K; O-TMEK. THAE. TRk,
Note: D-Disassembly, R-Rupture, F-Fire, O-No Disassembly. No Rupture & No Fire.

AR AL e sK 4% fi . The results in this report are relevant only to the sample(s) tested.
3 A 5 R LA A5 Without written permission of IQTC, this report shall not be quoted or reproduced except in full,
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FE fif & 8 MK T E 4 A % T K A
No. Appendix 8 Name of test Forced discharge
KB RO MR H LB R ETIRIRE TS 12V oy BT & R & 5%, Ei%%om%%% E W 4
SE By B A TP VL B e T BRI o A IE /IR U B R B RGO R R BB R, 3
SEUR B AR Y, RN ST IR B, MR B F] /) ) B % TR AR DL
YR I W (K ). R M R W BRI 5 7 R R T AR A TR 5%
FREE K Each cell shall be forced discharged at ambient temperature by connecting it in series with a 12 V
Requirement | D.C. power supply at an initial current equal to the maximum discharge current specified by the
of Standard | manufacturer. The specified discharge current is to be obtained by connecting a resistive load of the
appropriate size and rating in series with the test cell. Each cell shall be forced discharged for a time
interval (in hours) equal to its rated capacity divided by the initial test current (in Ampere).Primary
or rechargeable cells meet this requirement if there is no disassembly and no fire within seven days
of the test.
pemag A | ClHIA-C20#: B — MBI L2 HR 8IS
S;zn I: C11#~C20#: first cycle in fully discharged states;
s C21#~C30#: % —+HAMEF T 2Bl E S,
C21#~C30#: after 25 cycles in fully discharged states.
VERTE R MR R #E T G5 MR R #E
Sample No. Test result Remark Sample No. Test result Remark
Cli# 0] / C21# o /
Cl2# O / C22# o /
Cl13# o / C23# o /
Cl4# o / C24# o /
Cl15# O / C25# o /
Cl6# O / C26# o /
C17# O / C27# o /
C18# o / C28# o /
C19# 0] / C29# o /
C20# O / C30# o /

. D-fEK; R-BHHE,

F-£K; O-LfR. THE. LK.

Note: D-Disassembly, R-Rupture, F-Fire, O-No Disassembly, No Rupture & No Fire.

i i The results in this report are relevant only to the sample(s) tested.
S PSHES EEL e

Without written permission of IQTC, this report shall not be quoted or reproduced except in full.
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R E R
Photo of the sample
H, 3, IE T8 S L T D

Battery front appearance Batte

side appearance

2, 3t 0 T A AL

Battery side appearance

WL 45 17 (2 Wh)
Battery nameplate (With Wh)

.
| ::!E: W3 {2 B FEitHH Rechargeable Li-ion Battery Pack

= S % ¥/ Product Name: T |
EETHGE " ‘ O
Rechargeable Li-ion Battery Pack -

&2/ Modsl:EMA585330219054061064 5 WARNING /!

¥R E/Nominal Voltage:64V RLEE. B ES. BERRAKE.

#i £ ¥ 8/Rated Capacity:96Ah Do not modify, disassemble, collide, squeeze or put
£ fE B/Rated Energy:6144Wh into fire. .

2 8 R % FE/Limited charge voltage: 73y | 2 BTk, FEGMABE, ANERER !

. i i Do not use battery that have been flooded, severely
J8 B2 & 1 88 E/ Cut-off discharge voltage:50V damaged, or swollen!

FLHEE/Charging Temperature:-10~55C | 3 g plA%ME, FREEN, BEEERESHOTAR

T, T LY YW

JiE2 8 B/ Output Temperature:-20~60C 15 57 3 ALt it 7 FE AL,
i 7 -/ Manufacturer: Please comply with relevant regulations and strictly
. ¥ prohibit charging the battery indaors, in stairwells or
A BERHERAT safety exits.
Guiyang FinDreams Battery Co.,Ltd. AMERREER BB BBIBTIE.
@& Madein China Please use the dedicated charger o charge the battery.

@

SRR EAN, WE BT ES0VEL R, HBO0X
#R—R, ENTERFRE BERESFEREERA.
When notin use for more than 30 days, please charge the
TR ikl
™ 60 days, otherwise it may damage the battery and this
damage is not covered by the warranty.

T

SL648601241225000!

S

WL AR A
Cell label

£ R At m)
AL E

# 4% fi % . The results in this report are relevant only to the sample(s) tested.
. AR FE AR L4 A4 Without written permission of IQTC, this report shall not be quoted or reproduced except in full,
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Statement

1 K& T RA N £ R F LR

This report is invalid without the special seal for inspection and testing.
2AMETHEAN, FRAKERALL TR,

The test report is invalid without the signatures of Approver, Checker and Appraiser.
3AREREALR. AEAZREFARE, THEBLMEFH KRS

The test report is invalid if altered. Nobody is allowed to photocopy or partly photocopy this report

without written permission of IQTC

4.F P Sh i SRR AR G KR RE, SEARGE B AR S 4 AR S DL REE B R AR ], A U AR T B AR
AL AT A X 5

The client should provide samples and relevant data, at the same time, they should guarantee the
consistence of the product’s name they declared, the samples they provided and the goods to be

transported. Otherwise we will not bear any relevant responsibilities.
Sl EE AR, NTREREZ IR ERA RGN EAEY,
Objection to the test report must be submitted to IQTC within 15 days
6.4 M A UX XA A & 5T
The test report is valid for the tested samples only.
TAMMA: TARES MTAZREALE 15 C102 F CRE S REBMF R FM)

Test Address: Room C102, No.l Nanxiangzhi Road, Science City, Guangzhou, Guangdong, China
(Institute of Automobile and Equipment Testing in Science City)

H, 3% (Tel): 020-38669019-811

W, ¥ # 4 (BE-mail): battery@iqtcnet.cn

kook ok k4R B 4E R End of report ¥ * 0k *

1, RS B e w45 fi F . The results in this report are relevant only to the sample(s) tested.
2. RESAMHHE@EE, RN E R L4 A% Without written permission of IQTC, this report shall not be quoted or reproduced except in full.
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