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TEST REPORT
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Type/Model:

N f samples: Rech le Li-ion battery Pack
ame of samples: Rechargeable Li-ion battery Pack | ) 5y £114670385305098110076(SL76144)

¥ O S b BT St 4]
Fhfn 22 B2 7 LT A 76,8V 144Ah 11059,2Wh
Color: Orange & Black Physical shape:Prismatic
A ot 00 P 0 R SR PRI BRI

Commissioner address:No.3001, Baohe Road,
Commissioned by: Shenzhen BYD Lithium Battery | Baolong Industry Zone, Longgang Street, Longgang,

Company Limited Shenzhen, Guangdong Province, P.R. China
ZEHRRAL PRI T B i 421 H A PR A =] ZEFG AL bk A [ AR B IR I e i X i TE =
o3l far % 3001

Manufacturer  address:No.3001, Baohe Road,
Manufacturer: Shenzhen BYD Lithium Battery | Baolong Industry Zone, Longgang Street, Longgang,

Company Limited Shenzhen, Guangdong Province, P.R. China
i3 P ORI T b e i A R 4 i s bk rh AR IR YT 2 i X e B 3 = e L
bk e i 3001 5

Factory address: No. 1, Keyu Road, Shawen Town,

Factory: Guiyang FinDreams Battery Co., Ltd. Guiyang High-tech Zone, Guizhou, P.R. China

PET. E S EE Y IN = ) . N o
A AR A R AT A7 BN S R D SR BB 1
Classification of test: Commission Test Quantity of sample: 4 battery packs, 30 cells
2 ) ZEHE FEM AR 4 IR, 30 AL
Tested according to: Sample identification:

MR FRiE: ST/SG/AC.10/11/Rev.8/ Section 38.3 FEMPR T 5 b 1#~ba#, c1#~c30#

Receiving date: Means of receiving: Submitted by commissioner
BAEH W 2025-06-24 T BRRALARE

Completing date: Test item: 8 items

SEMH: 2025-08-04 TR E . 8 1

Test conclusion:
Rl Esrs
The Rechargeable Li-ion batteries Pack submitted by Shenzhen BYD Lithium Battery Company Limited
are tested according to Section 38.3 of the Eighth revised edition of the Manual of Tests and Criteria
(ST/SG/AC.10/11/Rev.8/Section 38.3). The test items are full items. The test results comply with the relevant
requirements of the standard.
FH R YIITIT b Y e 3 H gt A R 2w A 1 2
AT, WA, A R A

s Sk 5-08-12
Title: Manager SN—
HEHENIR S5 Za
Approved by: Zhang Siyao Reviewed by: Zheng Feida Tested by: Deng Junzhao

oo 2degspe w0 g gk B W Dedmshao
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Description and illustration of the sample:
T it U B At A
The sample’s status is good
FERIROL R4
The battery (EMA670385305098110076(SL76144)) is composed of cells (FC46120P), and the
connection mode is: 6P24S
HLIh4H (EMAG670385305098110076(SL76144)) HHE: (FC46120P) 4Hik, ##H: N: 6P24S
Cell Dimensions/HLE )1 946,4mm*120,6mm
Watt-hour rating of each battery/ F.A™Fa it 2H (1) FLES £4: 11059,2Wh

Test item
WRIETH

Sample No.

FEbn S

State
RE

Remark

#E

T.1~-T.5

bl#~b2#

at first cycle, in fully charged states

F MBI B A R R

b3#~b4#

after 25 cycles ending in fully charged
states

55 25 A2 Fe LB A e A e LIRS

T.6

cl#~ch#

at first cycle at 50% of the design rated
capacity

AN 78 ORI B 7S R B B AE
A 50%

co6#~c10#

after 25 cycles ending at 50% of the
design rated capacity

% 25 NI T LB 78 B BT A
JE A 50%

T.7

b1#~b2#

at first cycle, in fully charged states

E e = LN GV Bl P H R N

using undamaged
samples

b3#~b4#

after 25 cycles ending in fully charged
states

55 25 A2 Fe LB e A e LIRS

usedintests T.1to T.5
R T.1 8 T.5 &
IR IR

previously

T.8

cll#~c20#

at first cycle, in fully discharged states
AN A OB A ) e A RS

c21#~c30#

after 25 cycles ending in fully discharged
states

55 25 A2 7o UL A 2 A O BIR S

The test objects of T.1~T.5 and T.7 are battery packs, and the sample numbers are b1#~b4#
T.1~T.5. T.7 MR GO I, FEG 5N bl#~ba#.
The test objects of T.6 and T.8 are component cells, and the sample numbers are c1#~c30#
T.6. T.8 WX GONA RS, FEM 'S N c1#~c304.

Description of the sampling procedure:

ORERE 5 LR

Description of the deviation from the standard, if any:
I EE KA B AR T Ul

/

Remarks:

ik

Throughout this report a comma is used as the decimal separator.

A LU A N

LTC-R-4279-UN38.3-B2
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Photos of Samples and Labels/# & 8 F K bniR

Battery//fiith  (EMA670385305098110076(SL76144)
11059,2Wh)

t:!; (5 {2 FHBith4 Rechargeable Li-ion Battery Pack

= &% B/ Product Name

EETReE

Rechargeable Li-ion Battery Pack

B §/Model:EMAG70385305098110076
545 £/ Nominal Voltage 76 8V

# ;£ % #/Rated Capacity 144Ah

#F i 8/ Rated Energy: 11058.2Wh

¥ 1 b L £/ Limited Charge Voltage:87.6V

M i ® F/ Cut-off Discharge Voltage 80V
%W 2 ¥/ Charging Temperature:-10~55C
M3 B/ Output Tomperature: -20~60C
BAHEREDE

Maximum Continuous Output Power 16588W

% 2" /Manufacturer

REMEHELERAR

Gulyang FinDreams Battery Co., Lid

175 Execution Standard GB/T 36672-2018
FEHE MadeinChina 5

W

L761440125%02280001

T O @

£ WARNING !
P REER. KW, MO, FERRARS

Do not modity, disassemble, collide, squeeze of put
nto fire

P RERNER FRENZEN, AnEeEE!

Do not use battery that have been flooded, severely
damaged or swollen|

BATEIRE, "REXA, REzBREHOFQR
SEAaRERT RS

Please comply with relevant regulations and strictly
prohibit charging the battery indoors, in stairwells or
safety exits

MeREesRRORML AR RS

Please use the dedicated chasger to charge the battery
HENXTRAN, ARSRRIESNEEER, B WX
HE—x THEENSeR, EERESTERETENA
When not in use for more than 30 days, please charge the
battery 1o about 50% of its capacity and recharge it every
60 days. otherwise it may damage the battery and this
damage is not covered by the warranty

76,8V 144Ah

BRI

ES =R ULR

fFlgn: SL76144012502280001
F1EEMI——TmE =S

FEEFEMT— RN

F10EF150 Er-HEIRE

F16EF1 99— FIKES

LTC-R-4279-UN38.3-B2
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Photos of Samples and Labels/# & 8 F K bniR

Component Cell/ N #HE S (FC46120P 3,20V 24000mAh 78,4Wh )

O \

LTC-R-4279-UN38.3-B2
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ST/SG/AC.10/11/Rev.8/ Section 38.3

Clause Requirements Result Verdict
Y FRREER Wiks: R HE

38.3.4 Procedure/iRH 5 B —
Test T.1: Altitude simulation/ AR T.1: & EER
Test cells and batteries shall be stored at a pressure of 11,6kPa or less for at least
six hours at ambient temperature (20+5°C)/ ¥4 H Sl LRI 2045°C, K&
JINAKT 11,6kpa FIFREE I AEAD T 6 A/

Requirement/fy £ R -

P it 0 ¥ O
LCSIIS and batteries Mass loss limit: <0,19% /FFi /5 | samples b1#~ba# :
=116<0,1% :

38.34.1 . 0 No leakage, no venting, no P
2 Open circuit \(oltage not Iegs than 9Q/c>, The disassembly, no rupture and
requirement relating to voltage is not applicable to no firel 4 2 bl#~ba# [
t?st c\e‘lls and batteries at full d\|s‘ch§£ged states. B R, EHEA. TR
P i 305 I H R AN TARIG AT B R T 90 | ik Jemh s Ll o8 KL%

% SEERAE T 5E e AT A The data is shown in Table 1./

3 No leakage, no venting, no disassembly, no | ¥z % 1

rupture and no fire & CHIE) NIEHRHR. JHE

R TR, TR ST E KRR

Test T.2: Thermal test/iR%: T.2: BERK

Test cells and batteries are to be stored for/ H it f7fit 2440 F -

1 For small cells and batteries: one temperature cycle: 72+2°C(6h) —-40+2°C(6h) /

TN RS R R . — IR PG 7242°C(6h) —-40£2°C(6h)

For large cells and batteries: one temperature cycle: 72+2°C(12h) —-40+2°C(12h) /

TR A HE L — IR BEE A 72+2°C (12h) —-40+£2°C(12h)

2 The maximum time interval between test temperature extremes is 30 minutes/i &

At K R BRI TR) 29 30min

3 This procedure is to be repeated 10 times/E & 10 RIGH

4 after which all test cells and batteries are to be stored for 24 hours at ambient
38342 | temperature (20£5°C)MRHLATS, FLHLAE 20£5°C KA Hid E 24 /N p

Requirements/ifk E 3R

1 Cells and batteries Mass loss limit: <0,1% /¥ /5 5
E115<0,1%

2 Open circuit voltage not less than 90%, The
requirement relating to voltage is not applicable to
test cells and batteries at full discharged states.

FE 56 5 T % o He AN T30 /T T % FEUE 1 90
% W ELSRANE T 78 42 58 F ) s A LS

3 No leakage, no venting, no disassembly, no
rupture and no fire

Feah () MGIRM . BHER . ok, ok
UK TCE KGRI R A

The samples b1#~b4# :

No leakage, no venting, no
disassembly, no rupture and
no fire/4i 5~ bl#~ba# [ Ff
me LR LHER. L
. TR DL S T KR
The data is shown in Table 1./

BRI 1

LTC-R-4279-UN38.3-B2
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ST/SG/AC.10/11/Rev.8/ Section 38.3

Clause

B

Requirements Result

PRHEEDR WAL R

Verdict
H g

38.3.4.3

Test T.3: Vibration/ iR T.3: #Ezh

1 Cells and batteries are firmly secured to the platform of the vibration machine /
OVFH L 7R [ M 2 B A e R BN & (B THD b

2 The vibration: a sinusoidal waveform with a logarithmic sweep between 7Hz and
200Hz and back to 7Hz traversed in 15 minutes/{izh AIESZ 3, LA 7HZ =
200Hz, RJSAERE/D IR THZ J3—MEH, — M FFEE 15 708t 0 BT e 1Lk .

3 For cells and small batteries: from 7 Hz a peak acceleration of 1gn is maintained
until 18Hz is reached. The amplitude is then maintained at 0,8mm (1,6mm total
excursion) and the frequency increased until a peak acceleration of 8g, occurs
(approximately 50Hz). A peak acceleration of 8g, is then maintained until the
frequency is increased to 200Hz. / X} T HSH/NL Bl M 7HZ FF46, DL 1g, &
EIEEZRFFAAL, BHBIAF] 18Hz. REHIRIERFFE 0,8mm (EwFE 1,6mm) Jf
HARZE I E R I 89, MUE(EINEEE (K2 50Hz) o JRJERHF 8gn HIEAE IIE L,
H RS SE N F] 200Hz.

For large batteries: from 7Hz a peak acceleration of 1g, is maintained until 18Hz is
reached. The amplitude is then maintained at 0,8mm (1,6mm total excursion) and
the frequency increased until a peak acceleration of 2g, occurs (approximately
25Hz). A peak acceleration of 2g, is then maintained until the frequency is increased
to 200Hz. / XJ T RB L. N 7Hz JF4G, DL 1g, AOUEEAE DN B2 ORIFAAL, H Bk 3
18Hz. AJEHIRIELRIFE 0,8mm Cafm# 1,6mm) Jf HARZIG e 2 HIL 29, 1E
EIIEEE CR2) 25Hz) o ARG ORTF 29, (B DT L, B RS2 n %] 200Hz.

4 This cycle repeated 12 times for a total of 3 hours for each of three mutually
perpendicular mounting position of the cell. One of the directions of vibration must
be perpendicular to the terminal face. /UAJR N3 o — N J7 ) 20 /2 3 ELRE b 1
PR S N AN FAHEE B 7 8] EAERE 12 Ik, &FANT7 10 3 AN, 3 9 /it

Requirements/frifE £ 3K

1 Cells and batteries Mass loss limit: <0,1% /4 5 i
EHK<0,1%

2 Open circuit voltage not less than 90%, The
requirement relating to voltage is not applicable to R EL ) - N
test cells and batteries at full discharged states. nDo f';%/;g%jjag;tf‘l#gg;f
N . . % H MR N 4\‘ N fF
0 T ot SR SR TR BRI R0 90 | o™ vy o ey i
% JCESRANE H T 58 478058 FL i A il AT LS

3 No leakage, no venting, no disassembly, no

The samples bl#~h4#:

No leakage, no venting, no
disassembly, no rupture and

The data is shown in Table 1./

rupture and no fire Hals W& 1
BES () RO EHA. M.
LR T KR R A

LTC-R-4279-UN38.3-B2
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ST/SG/AC.10/11/Rev.8/ Section 38.3

Clause

B

Result

Requirements

PRHEEDR

Verdict
H g

38.3.4.4

Test T.4: Shock/ iR T.4: w7

1 Test cells and batteries shall be secured to the testing machine/LF & i1 22 [ 5
A A F R VA ot PR 4 S TG AP 2 18 o

2 Each cell shall be subjected to a half-sine shock of peak acceleration of 150 g,
and pulse duration of 6 milliseconds. Large cells may be subjected to a half-sine
shock of peak acceleration of 50 g, and pulse duration of 11 milliseconds. / X4/
HLES LA A 1509, ¢ IESZ iR ey, Ikihdsk 6 =8b, RAAEHEZHK
T FE 500, ARk RFSEI [A] 11 2 FP I 1R sZ B ik

Small batteries shall be subjected to a half-sine shock of peak acceleration of 150 g,
100850

mass

milliseconds, large batteries shall be subjected to a half-sine of peak acceleration of
30000
‘mass

(or Acceleration(g,)= ( j , which is smaller) and pulse duration of 6

50 g, (or Acceleration(g,)= ( j which is smaller) and pulse duration of 11

milliseconds/x 5/ it LU Yy 150g, (55 (10085") ECIMED 192 T30
mass

M, RS 6 2R, AR I % BRI 50g, (s @22?) i
A/IMED FORK I RRSEIN [A] 11 AP I IR 5 ik o

3 Each cell or battery shall be subjected to three shocks in the positive direction
followed by three shocks in the negative direction of three mutually perpendicular
mounting positions of the cell or battery for a total of 18 shocks/#%&EA™ F it 5k H jth 2H 47
TE=ANHAH T B b 2 307 AL IR T M &2 =y, BB FE R TT WA % =R

i, Btz 18 k.

Requirements/Fr# %R .

1 Cells and batteries Mass loss limit: <0,1% /¥ /5 5
=H1<0,1%

2 Open circuit voltage not less than 90%, The
requirement relating to voltage is not applicable to
test cells and batteries at full discharged states.

FE 56 5 T % R SEAMVIC T30 T T % FEUE 1Y 90
% WEEESRANE T 56 4 T 5 FL ) L A S

3 No leakage, no venting, no disassembly, no
rupture and no fire

Fedh G NMICIRM. o ik, iR
PAR T KBLR R A

The samples bl#~b4# .
Acceleration= 17,99,

No leakage, no venting, no
disassembly, no rupture and
no fire/4i 5 A bl#~ba# [t £
M

W AR i 2= 17,995,

p/oe/ N BN | e N % NN
LR T K ILAR

The data is shown in Table 1./

BRI 1

LTC-R-4279-UN38.3-B2
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=
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ST/SG/AC.10/11/Rev.8/ Section 38.3

Clause

B

Requirements Result

PRHEEDR WAL R

Verdict
H g

38.3.4.5

Test T.5: External Short Circuit/AR¥ T.5 MG &

1 The cell or battery to be tested shall be heated for a period of time necessary to
reach a homogeneous stabilized temperature 57+4°C /i85 B¢ B HURE i B 335
T EAE 57+4°C

2 the cell or battery shall be subjected to a short circuit condition with a total external
resistance of less than 0,1 ohm at 57+4°C, This short circuit condition is continued
for at least one hour after the cell or battery external case temperature has returned
to 57+4°C, or in the case of the large batteries, has decreased by half of the
maximum temperature increase observed during the test and remains below that
value. PREFEM IE R A /DT 0,1Q Bl R BH o] BEFEAT R %, A5 ol ) AP 3R B2k 52 5
57+4°C 2 JERFFRLECRAS 1 /NN RA by 0h TR e, bt sk B A1 28 o sl THELFE —
I S 4

3 the cell or battery must be observed for a further six hours for the test to be
concluded,

P H S Bl A 2 — 2D SR 6 AN/ A RE R 48 .

Requirements/Fr#k 5K ;

During the tes_t and within six hours after test ,the The samples bl#~b4# :
cells or batteries

e RIS R e Y 5 6 AN, R ER LR no disassembly, no rupture
PRI RE LR 2 JG 6 AN/, HLESER R and no fire/f 2% bl#-ba#t]

]
" 0 FEmh: TMRIE. ERRA KL
1. External temperature not exceed 170°C BTN R

SRR AR 170°C The data is shown in Table 1./
2. No disassembly, no rupture and no fire. s R 1

Tt RN TE KIMEKE,

LTC-R-4279-UN38.3-B2
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\ 4t VY
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ST/SG/AC.10/11/Rev.8/ Section 38.3

Clause Requirements Result Verdict
s PREE SR WG R H5e
Test T.6: Impact / Crush / % T.6: #E&T/HFE P

Impact (applicable to cylindrical cells not less than 18mm in diameter) /
faidy GEMTEEA/NT 18 2RI BRIFETE Ht)

1 This test sample cell or component cell is to be placed on a flat smooth surface/
RIS i FH (1) FLE BOR A ) B ES TRE — AP T

2 A 15,8 mm diameter bar is to be placed across the centre of the sample, A 9,1kg
mass is to be dropped from a height of 61+2,5cm onto the sample./ 4 — B &N
15,8mm  HANGE A E HE s I L TR A S, KBRS 9,1kg RN 61+2,5¢m
F v B ) B

3 The test sample is to be impacted with its longitudinal axis parallel to the flat

surface and perpendicular to the longitudinal axis of the 15,8 mm = 0,1mm diameter
curved surface lying across the centre of the test sample. Each sample is to be P

subjected to only a single impact./ £33t FRFE,  YNFl N 5 ~F3H [ R TH AT I 58
BAERFE LI EAE 15,840,1 Z KB MERMMWAMER . iR &2 — ki
e

Requirements/Fr#k 5K ; _

1 Cells external temperature not exceed 170°C.H, | 1n€ samples cl#~c10#:

AL 5 8 AR TR E R i 170°C no disassembly and no fire/
== X el

2 No disassembly, no fire within six hours of this 59 ClA~CLO#HIFFih: TR

test Ry EE KR

RIGERIG 6 N2, HESFIERA Y H N gj%j_[a;g lzs shown in Table 2./

fE AR TC A KR KA N

\ ==

38.3.4.6 Crush (applicable to prismatic, pouch, coin/button cells and cylindrical cells less than

18mm in diameter)

[ $Hs GEHTBAIE. 8%, /40 ik 548/ T 18 2K i EAE H i)

1 A cell or component cell is to be crushed between two flat surfaces. The crushing
is to be gradual with a speed of approximately 1,5 cm/s at the first point of contact.
The crushing is to be continued until the first of the three options below is reached. /

H it BT VB E P P T 2 TR R, B R DRk, #2258 — e i B
HWEERL) N 1,5 BOKAY . $YEFraisi T, ERHMILLLT =Ml e —:

(a) The applied force reaches 13 kN + 0,78 kN. / Jifi in ft) /732 5] 13kN+0,78kN

(b) The voltage of the cell drops by at least 100 mV, /it ) B T B& % 2 100 24k
(c) The cell is deformed by 50% or more of its original thickness./HLith 38 ik JF 46 )5
JFEH) 50% LA F .

2. A prismatic or pouch cell shall be crushed by applying the force to the widest side.

A button/coin cell shall be crushed by applying the force on its flat surfaces. For
cylindrical cells, the crush force shall be applied perpendicular to the longitudinal

axis. /M AT T Bl e H s 2 N S5 T 1) — T He o 0 /A T T PRI IR DA HG S 2 S T i
o TBIATE A S A5 G il 5 L PR [ it s
Requirements/Fr#E 5K .

1 Cells external temperature not exceed 170°C.Hi
O B P 1 i v R THD D P AN 170°C

2 No disassembly, no fire within six hours of this -

N/A

test
BUIRLAHE 6 N2, HUSHUR G HR N T
fER AR T H KL R A

LTC-R-4279-UN38.3-B2
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ST/SG/AC.10/11/Rev.8/ Section 38.3

Clause

B

Requirements

PRHEEDR

Result

Verdict
H g

38.3.4.7

Test T.7: Overcharge/iR%: T.7: TEFH

1 The charge current shall be twice the manufacturer's recommended maximum
continuous charge current/PA 2 {5 i3 | HHEFE Y B KRR 2L 78 L B N 7 fR
2 The minimum voltage of the test shall be as follows/4< iR % f% /) HL & WL R ¢

a) When the manufacturer’s recommended charge
voltage is not more than 18V, the minimum voltage
of the test shall be the lesser of two times the
maximum charge voltage of the battery or 22V/
R FAHFR e ST 18V, A
78 FE RS B ] SR 8 B OK TS HE S ) A B
22V Z BN

b) When the manufacturer's recommended charge
voltage is more than 18V, the minimum voltage of
the test shall be 1,2 times the maximum charge

voltage/ 4R ZKAEF I 78 da l T 18V, A iEe
 f /N 70 LR S R | bR e i KR AL R 1,2
o

3 Tests are to be conducted at ambient
temperature 20+5°C, The duration of the test shall
be 24 hours/20+5CHIMRIREZ T, WEGHFEE 24 /)
i o

The voltage of the test is
105,2V, and the current is
288A
WG E A 105,2V, HR
N 288A

Requirements/hi i E K

No disassembly and no fire within seven days of
this test

R RE P ARG 7 RN, N GHAT G
BRI KA

The samples b1#~b4# :

no disassembly and no fire/%m
5N bl#~bA# K T
. ok KIS

For voltage data before test,
see table 3. / 55 Hij AL & L3
3

38.3.4.8

Test T.8: Forced discharge/iR 5 T.8: &I

Each cell shall be forced discharged at ambient temperature by connecting it in
series with a 12 V D.C. power supply at an initial current equal to the maximum

discharge current specified by the manufacturer,

20+5°C MR R, A HNERERE 12V BB R B Ed Tmsscdh, hER
FLYRER LA BFAN rE ST Us H U A i T 48 e i B R0 LA

The specified discharge current is to be obtained by connecting a resistive load of
the appropriate size and rating in series with the test cell. Each cell shall be forced
discharged for a time interval (in hours) equal to its rated capacity divided by the

initial test current (in ampere)

€ O L A A IERAE 1 RS L ) 38 N R B ORISR L Y
SR RO ] /N D DB 7 B AT AR it (&)

Requirements/FrifE 5K

No disassembly and no fire within seven days of this
test

RIGHE AR PRI 7 RN, BRI
KR KA .

The samples c11#~c30#:
no disassembly and no
fire/%i 5 cl1#~c30#IFE
mh: G BE KIS
The data is shown in Table

4. 1545 3% 4

LTC-R-4279-UN38.3-B2
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Tablel: T1~T5/ % 1. A% 1~%e 5

Test T.5:
M ocy Tes;i;'jl:a'?‘ig'rt#de Test T.2: Thermal test/ Test T.3: Vibration/ Test T.4: Shock/ ShE)r(:eC?rir:SLit/
ass . \ . e .
N o o T.2: 5 v T.3: v T.4: N
Sample | priorto | prior to R T.1: HEED B 15 WA L 3 B i R 7.5 ShE
No. test /& | test A& Yok
FEdS | RETR | RETHE ocv ocv ocv ocv
E.(k ) E(V) MaSS Retention MaSS Retention MaSS Retention MaSS Retention Temp (OC)
=(Kg Loss(%) Ratio(%) Loss(%) Ratio(%) Loss(%) Ratio(%) Loss(%) Ratio(%) : R
REARS(%) | BIEREL | FEHkQ) | HBEREL | FEsk©) | HBERELT R (%) | HRERELL I (°C)
(%) (%) (%) (%)
b1# 93,929 80,39 0,001 99,99 0,008 99,37 0,000 100,00 0,000 100,00 57,1
b2# 93,983 80,68 0,001 99,99 0,010 98,74 0,000 100,00 0,000 100,00 57,3
b3# 93,956 80,51 0,001 99,99 0,010 99,23 0,000 100,00 0,000 100,00 57,4
b4# 93,972 80,76 0,001 99,99 0,010 98,71 0,000 100,00 0,000 100,00 57,5
Table2: Impact / 3 2: f&d;
Sagp!.e%f\lo' c1# ot 3 cat C5# co# CT# c8# cO# c10#
Test T.6: i
OCYV prior to test /
Impact/ A5 SR8 T L TR ) 3,291 3,923 3,291 3,291 3,292 3,292 3,294 3,291 3,289 3,293
T.6: M WEETHE (V
Temp. (©) 26,0 26,2 26,6 26,0 25,5 24,7 25,4 26,1 253 25,7
W (°C)
Table3: Overcharge Test of batteries/ % 3 id /& 75 Hi
Test T.7: Sample No.
Overcharge / B2 b1# b2# b3# ba#
R T.7: LE | OCV prior to test
i FRISHTHIE (V) 80,31 80,69 80,49 80,66
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Table 4: Forced discharge / % 4. 5 i H
Sa§2%e$°' c11# C12# c13# cla# c15# c16# C17# c18# C19# C20#
Test T.8: OCV prior to test
Forced v prl 2,688 2,750 2,703 2,715 2,692 2,689 2,701 2,692 2,723 2,711
, [ 3R T L (V)
discharge / S o N
R T.8: ample No. c21# co24 c23# 244 c25# c26# c27# c28# c20# c30#
H— iy
GGl G :
OCVpriortotest/ |, -4 2,741 2,709 2,699 2,722 2,725 2,708 2,688 2,601 2,710
REHBEY) | 2 ’ ' ’ ' * ' ' ’ '
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Important

I e iR DAZIE & o
The test report is invalid without the seal of CVC.

2. REKRRAEEBHFEIE, AR H AR
Nobody is allowed to photocopy or partly photocopy this test report
without written permission of CVC.

3. ARG AAEN . AR N KA N2 44 TE R
The test report is invalid without the signatures of Ratifier, Reviewer
and Testing engineer.

4. ARG IRETCRL
The test report is invalid if altered,

5. XPARlAR A A, BT IR 22 R R P Al A R H
Objections to the test report must be submitted to CVC within 15
days.

6. AR A DO E ARG A7 5T
The test report is valid for the tested samples only.

7. HERAC IR R HEA R, PR, PRl
“NIAF R B
As for the Verdict, “-” means “no need for judgement”, “P” means
“‘pass” , “F” means “fail” and “N/A” means “not applicable”.

S IR LA OUA BFEERT, e IBATTIG A GEFI . 2 At 2 S o w
The test data and test results given in this test report should only be used for purposes of scientific
research, teaching and internal quality control when the CMA symbol is not presented.

bk JURETMHREEHOT R ERE 3
JTAART NI XG4 179 5 Fen B 2 D # Gl o5

Lab Address: No.3, Tiantai 1st Road, Kaitai Avenue, Science City, Guangzhou, Guangdong, China.

Testing Location: Building D, BASIGO INTELLIGENT, No.179, Guangpu East Road, Huangpu District,
Guangzhou, P. R. China.

B i%(Tel): 020 32293888 MR 4w it (Post Code): 510663

f&  F(FAX): 020 32293889 E-mail: office@cvc.org.cn

http://www.cvc.org.cn
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